
    Physical Dimensions Electrical Shipping Relamp
Model No. Description Height Width Depth Power-Watts Weight Kit

VPI-40 Vertical Print Inspector 85.5” 42” 33.5” 210 160 lbs L825
w/40” wide x 45” high viewing area (217 cm) (107 cm) (85 cm) (72 kgs)

VPI-40x VPI-40 w/lower luminaire 85.5” 42” 33.5” 315 210 lbs L1225
(217 cm) (107 cm) (85 cm) (95 kgs)

VPI-52 Vertical Print Inspector 85.5” 54” 33.5” 270 190 lbs L832
w/52” wide x 45” high viewing area (217 cm) (137 cm) (85 cm) (86 kgs)

VPI-52x VPI-52 w/lower luminaire 85.5” 54” 33.5” 405 240 lbs L1232
(217 cm) (137 cm) (85 cm) (109 kgs)

VPI-64 Vertical Print Inspector 85.5” 66” 33.5” 336 250 lbs L840/T8
w/64” wide x 45” high viewing area (217 cm) (168 cm) (85 cm) (114 kgs)

VPI-64x VPI-64 w/lower luminaire 85.5” 66” 33.5” 504 310 lbs L1240/T8
(217 cm) (168 cm) (85 cm) (141 kgs)

Color & Appearance Market

VPI/T-40 Vertical Product Inspector - Textiles 85.5” 42” 33.5” 105 160 lbs L430/CWF
w/40” wide x 45” high viewing area (217 cm) (107 cm) (85 cm) (72 kgs)

VPI/T-52 Vertical Product Inspector - Textiles 85.5” 54” 33.5” 168 190 lbs L440/CWF
w/52” wide x 45” high viewing area (217 cm) (137 cm) (85 cm) (86 kgs)
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